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7.0 TOTAL EMISSIONS INVENTORY

To calculate the net impact of the proposed sources on 

the Prudhoe Bay air "quality, stack parameters, and emission rates 

were obtained for all other sources in the Prudhoe Bay area.
These include the new proposed sources of this application, exist
ing sources in the area which requires no PSD permits, and exist
ing sources in the area which have previously received PSD per
mits. With a few exceptions, the emissions rates and stack 

parameters of existing sources and previously permitted sources 

listed in this application appear exactly as presented in the 

PSD application presented by the Unit Operators to EPA Region X 

in 1978. The exceptions are 1) a correction was made in the 

reporting of the heights of ARCO heater stacks (sources included 

in the 1978 PSD permit application submitted by the Unit Opera
tors, 2) several small existing heaters located at the gathering 

centers and at the power-station were inadvertently not included 

in last years PSD but have been included in this application,
3) the turbines permitted in May 1979 for the Central Power Sta- 

•tion were modeled as two 50 Mw units (it is presently planned to 

. purchase four 25 Mw units instead and the total 100 Mw were 
modeled as four 25 Mw units in this application), and 4) stack’ 
parameter information has been updated for the North Slope Borough 

(previously permitted under the name NANA) waste incinerator (an 

existing non-increment consuming source). For the 1978 PSD 

application, the original inventory was compiled from the permit 
files of the Alaska Department of Environmental Conservation (DEC) 
and through discussion with that agency.

The locations of emissions sources in the Prudhoe Bay 

area are presented in Figure 7-1. A complete inventory of 

, emissions and stack parameters for all sources in the area is 

presented in Appendix C.
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